
SPRAY GUIDE
FOR M.L. CAMPBELL



Stains - Solventborne

Technology Equipment Nozzle Size Air Cap Air Pressure Fluid Pressure
Air Spray - Gravity CAT-X 1.0 mm 24-1352 12 - 15 PSI -

Air Spray - Pressure CAT-Xpress 0.8 mm 2403233 12 - 15 PSI 2 - 4 PSI

Type Product Code Product Recommended Spray 
Viscosity (Ford #4) Reduction Range

Dye Stains WS2NB4 WoodSong II NGR Stain Base 12 - 15 seconds Reduce as needed
Spray Only WS2VB6 WoodSong Amazing Stain Base 12 - 15 seconds Reduce as needed

Glaze MC120117 Amazing Glaze III 12 - 15 seconds Reduce as needed



Stains - Low VOC

Technology Equipment Nozzle Size Air Cap Air Pressure Fluid Pressure
Air Spray - Gravity CAT-X 1.0 mm 24-1352 12 - 15 PSI -

Air Spray - Pressure CAT-Xpress 0.8 mm 2403233 12 - 15 PSI 2 - 4 PSI

Technology Equipment Nozzle Size Air Cap Air Pressure Fluid Pressure
Air Spray - Gravity CAT-X 1.3 mm 24-1352 22 PSI -

Air Spray - Pressure CAT-Xpress 1.0 mm 2403233 22 PSI 2 - 4 PSI
Air Assist Airless CATech/Wagner 0.007” - 0.009” - 15 - 18 PSI 400 PSI

Type Product Code Product Recommended Spray 
Viscosity (Ford #4) Reduction Range

Dye Stains WS2M300 Microton Dye Stains 12 - 15 seconds Reduce as needed
Spray Only WS2NB4SL WoodSong II 12 - 15 seconds Reduce as needed

Type Product Code Product Recommended Spray 
Viscosity (Ford #4)

Reduce as Required to 
Meet Viscosity

Spray Only WS2WB3RTS WoodSong II 12 - 15 seconds Reduce with water

Stains - Waterborne



Sealers - Solventborne

Technology Equipment Nozzle Size Air Cap Air Pressure Fluid Pressure
Air Spray - Gravity CAT-X 1.3 mm - 1.5 mm 24-1352 35 PSI -

Air Spray - Pressure CAT-Xpress 1.3 mm 2403233 29 PSI 2 - 4 PSI
Air Assist Airless CATech/Wagner 0.009" - 0.013" - 15 - 18 PSI 400 PSI

Type Product Code Product Recommended Spray 
Viscosity (Ford #4) Reduction Range

Vinyl Sealers
C10025 Water White Vinyl Sealer 12 - 15 seconds Reduce as needed
C10189 Quick Dry Vinyl Sealer 12 - 15 seconds Reduce as needed
C10190 Vinyl Snap Vinyl Sealer 12 - 15 seconds Reduce as needed

Precat C115049 Magnasand   Pre-Cat Sealer 12 - 15 seconds Reduce as needed

Conversion Varnish
C15611 Krystal Sealer 12 - 15 seconds Reduce as needed

C140729 Krystal High Build Sealer 12 - 15 seconds Reduce as needed

Polyurethane
C35579 Polarion Interior Clear Sealer 12 - 15 seconds Reduce as needed
C38179 Polarion Isolante Clear Sealer 12 - 15 seconds 50% - 100%
C38579 Polarion X 12 - 15 seconds Reduce as needed



Sealers - Low VOC

Technology Equipment Nozzle Size Air Cap Air Pressure Fluid Pressure
Air Spray - Gravity CAT-X 1.3 mm - 1.5 mm 24-1352 35 PSI -

Air Spray - Pressure CAT-Xpress 1.3 mm 2403233 29 PSI 2 - 4 PSI
Air Assist Airless CATech/Wagner 0.011” - 0.013” - 15 - 18 PSI 400 PSI

Type Product Code Product Recommended Spray 
Viscosity (Ford #4) Reduction Range

NC C134819 DesignRclassic 12 - 15 seconds Reduce as needed
Vinyl Sealer C130519 Quick Dry SL Vinyl Sealer 12 - 15 seconds Reduce as needed

Conversion Varnish C133729 Krystal SL Sealer 12 - 15 seconds Reduce as needed

Technology Equipment Nozzle Size Air Cap Air Pressure Fluid Pressure
Air Spray - Gravity CAT-X 1.5 mm - 1.9 mm 24-1352 35PSI -

Air Spray - Pressure CAT-Xpress 1.3 mm - 1.8 mm 2403233 29 PSI 2 - 4 PSI
Air Assist Airless CATech/Wagner 0.011” - 0.013” - 15 - 18 PSI 400 PSI

Type Product Code Product Recommended Spray 
Viscosity (Ford #4)

Reduce as Required to 
Meet Viscosity

Precat V140959 Arroyo 1K Sealer 40 - 60 seconds Reduce with water

Sealers - Waterborne



Clear Coats - Solventborne

Technology Equipment Nozzle Size Air Cap Air Pressure Fluid Pressure
Air Spray - Gravity CAT-X 1.5 mm - 1.7 mm 24-1352 35 PSI -

Air Spray - Pressure CAT-Xpress 1.3 mm - 1.5 mm 2403233 29 PSI 2 - 4 PSI
Air Assist Airless CATech/Wagner 0.009" - 0.011" - 15 - 18 PSI 400 PSI

Type Product Code Product Recommended Spray 
Viscosity (Ford #4) Reduction Range

Precat
V4472X MagnaTek 12 - 15 seconds No reduction required

MC12224X HP WW Pre-cat 12 - 15 seconds No reduction required
C13174X DesignRselect Furniture Precat 12 - 15 seconds No reduction required

Conversion Varnish
C1451X Krystal 12 - 15 seconds 5% - 10%

C11662X KlearVar 12 - 15 seconds No reduction required
C12702X HP WW CV 12 - 15 seconds No reduction required

Polyurethane
C3557X Polarion Interior Clear Topcoat 12 - 15 seconds 0% - 20%
C3857X Polarion X 12 - 15 seconds 10% - 20%



Clear Coats - Low VOC

Technology Equipment Nozzle Size Air Cap Air Pressure Fluid Pressure
Air Spray - Gravity CAT-X 1.5 mm - 1.7 mm 24-1352 35 PSI -

Air Spray - Pressure CAT-Xpress 1.3 mm - 1.5 mm 2403233 29 PSI 2 - 4 PSI
Air Assist Airless CATech/Wagner 0.009” - 0.011” - 15 - 18 PSI 400 PSI

Type Product Code Product Recommended Spray 
Viscosity (Ford #4) Reduction Range

Precat C12914X Magnamax SL 12 - 15 seconds 0% - 10%
Conversion Varnish C13372X Krystal SL 12 - 15 seconds 0% - 10%

Technology Equipment Nozzle Size Air Cap Air Pressure Fluid Pressure
Air Spray - Gravity CAT-X 1.3 mm - 1.7 mm 24-1352 35 PSI -

Air Spray - Pressure CAT-Xpress 1.3 mm - 1.8 mm 2403233 29 PSI 2 - 4 PSI
Air Assist Airless CATech/Wagner 0.009” - 0.013” - 15 - 18 PSI 400 PSI

Type Product Code Product Recommended Spray 
Viscosity (Ford #4) Reduction Range

Precat
C19915X MagnaMax H2O WB Pre-Cat Polyurethane 40 - 60 seconds Reduce with water
V14095X Arroyo 1K WB Clear Base and Topcoat 40 - 60 seconds Reduce with water

Clear Coats - Waterborne



Primers - Solventborne

Technology Equipment Nozzle Size Air Cap Air Pressure Fluid Pressure
Air Spray - Gravity CAT-X 1.3 mm - 1.7 mm 24-1352 35 PSI -

Air Spray - Pressure CAT-Xpress 1.3 mm - 1.8 mm 2403233 29 PSI 2 - 4 PSI
Air Assist Airless CATech/Wagner 0.011" - 0.013" - 15 - 18 PSI 400 PSI

Type Product Code Product Recommended Spray 
Viscosity (Ford #4) Reduction Range

NC W1429 Production Lacquer Primer 30 - 40 seconds No reduction required

Vinyl Sealers
W11219 White Vinyl Primer 30 - 40 seconds 0% - 20%
W12419 Quick Dry White Vinyl Primer 30 - 40 seconds No reduction required
W10190 Vinyl Snap Primer 30 - 40 seconds No reduction required

Precat
W115749 MagnaClaw Pre-cat Primer (White) 30 - 40 seconds 10% - 20%
B114749 MagnaClaw Pre-cat Primer (Black) 30 - 40 seconds 10% - 20%

Conversion Varnish
W129699 HPFDCV Primer 30 - 40 seconds 0% - 25%
W140699 Kwik Claw 30 - 40 seconds 0% - 25%
W130699 Kwik Claw RTS 30 - 40 seconds No reduction required

Polyurethane W35579 Polarion Interior Pigmented Primer 30 - 40 seconds 0% - 10%



Primers - Low VOC

Primers - Waterborne

Technology Equipment Nozzle Size Air Cap Air Pressure Fluid Pressure
Air Spray - Gravity CAT-X 1.5 mm - 1.9 mm 24-1352 35 PSI -

Air Spray - Pressure CAT-Xpress 1.3 mm - 1.8 mm 2403233 29 PSI 2 - 4 PSI
Air Assist Airless CATech/Wagner 0.011" - 0.013" - 15 - 18 PSI 400 PSI

Technology Equipment Nozzle Size Air Cap Air Pressure Fluid Pressure
Air Spray - Gravity CAT-X 1.3 mm - 1.7 mm 24-1352 35 PSI -

Air Spray - Pressure CAT-Xpress 1.3 mm - 1.8 mm 2403233 29 PSI 2 - 4 PSI
Air Assist Airless CATech/Wagner 0.011" - 0.013" - 15 - 18 PSI 400 PSI

Type Product Code Product Recommended Spray 
Viscosity (Ford #4) Reduction Range

Precat
W129649 Magnamax SL 12 - 25 seconds 0% - 20%
W121429 Clawlock SL 12 - 25 seconds 0% - 20%

Type Product Code Product Recommended Spray 
Viscosity (Ford #4) Reduction Range

Non-Reactive W41259 Aquafi WB Universal Primer 20 - 40 seconds Reduce with water
Precat W140959 Arroyo 1K WB Under-Coater 20 - 40 seconds Reduce with water



Pigmented - Solventborne

Technology Equipment Nozzle Size Air Cap Air Pressure Fluid Pressure
Air Spray - Gravity CAT-X 1.5 mm - 1.7 mm 24-1352 35 PSI -

Air Spray - Pressure CAT-Xpress 1.3 mm - 1.8 mm 2403233 29 PSI 2 - 4 PSI
Air Assist Airless CATech/Wagner 0.011" - 0.013" - 15 - 18 PSI 400 PSI

Type Product Code Product Recommended Spray 
Viscosity (Ford #4) Reduction Range

Precat
W4472X MagnaTek White 20 - 30 seconds No reduction required

MW12264X HP Pre-cat White Opaque 30 - 35 seconds 0% - 10%

Conversion Varnish

W3871X Stealth Opaque Base 30 - 35 seconds 15% - 25%
W38721X Stealth Clear Base 30 - 35 seconds 15% - 25%
W4081X Turino White Opaque Base 30 - 35 seconds 0% - 10%
V4112X Turino Clear Base 30 - 35 seconds 0% - 10%

Polyurethane W3557X Polarion Interior Pigmented 30 - 35 seconds 5% - 15%



Pigmented - Low VOC

Technology Equipment Nozzle Size Air Cap Air Pressure Fluid Pressure
Air Spray - Gravity CAT-X 1.5 mm - 1.9 mm 24-1352 35 PSI -

Air Spray - Pressure CAT-Xpress 1.3 mm - 1.8 mm 2403233 29 PSI 2 - 4 PSI
Air Assist Airless CATech/Wagner 0.011” - 0.013” - 15 - 18 PSI 400 PSI

Technology Equipment Nozzle Size Air Cap Air Pressure Fluid Pressure
Air Spray - Gravity CAT-X 1.5 mm - 1.7 mm 24-1352 35 PSI -

Air Spray - Pressure CAT-Xpress 1.3 mm - 1.8 mm 2403233 29 PSI 2 - 4 PSI
Air Assist Airless CATech/Wagner 0.011” - 0.013” - 15 - 18 PSI 400 PSI

Type Product Code Product Recommended Spray 
Viscosity (Ford #4) Reduction Range

Precat W12974X Magnamax SL 12 - 25 seconds 0% - 10%
Conversion Varnish W13112X Stealth SL 10 - 20 seconds 0% - 10%

Type Product Code Product Recommended Spray 
Viscosity (Ford #4) Reduction Range

Precat W14095X Arroyo 1K WB Pigmented Base 40 - 60 seconds Reduce with water

Pigmented- Waterborne



Air Assist Airless
High Pressure Manual Aircoat Spray Guns
The Cougar, Bobcat and GM 4700AC Air Assisted Airless 
guns are designed for production wood and metal finishing. 
Features include stainless steel fluid passages and an 
integrated fluid filters.

Spray Equipment
Wagner / C.A.Technologies

CAT-Xpress
Ultimate Fine Finish (Pressure Feed)
The CAT-Xpress provides extremely fine atomization 
while holding an excellent transfer efficiency, handle 
ergonomics, and fluid delivery in pressure feed spray gun.

CAT-X
Ultimate Fine Finish (Gravity Feed)
The CAT-X provides the ultimate fine finish with top tier 
atomization, handle ergonomics with excellent fluid 
delivery in  a gravity feed spray gun.

IceBreaker
High Pressure Piston Pumps
Outstanding durability, very high reliability and unique 
features make the IceBreaker® the optimal choice for almost 
any high-pressure application aircoat application.

14:1 High Pressure Piston Pump
Peak Performance Series pump’s proven consistent fluid 
delivery and reliability with every stroke of the pump, this 
is what small, medium and large finish shops have come to 
call upon for their production needs

C14

40:10 HP Double Diaphragm Pump
The Cobra® is a high-pressure double diaphragm pump 
suitable for aircoat applications up to 250 bar/3,625 psi.

Cobra
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Wagner Spray Tech Corporation - Industrial Solutions

iscustomerservice@wagner-group.com

Plymouth, MN
1770 Fernbrook Lane
Plymouth, MN 55447
1 888 473 2524

Louisville, CO
337 South Arthur Ave
Louisville, CO 80027
1 888 820 4498


